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Summary only — the Operator's Manual applies

GREATEST RISK

Carbon monoxide
Invisible. Odourless. Fatal.

ELECTRICITY

Keep itdry
3-pin plugs only.

FUEL WHERE TO RUN IT

Unleaded petrol only OUTDOORS

Engine off, cool, outdoors.

CARBON MONOXIDE

Exhaust fumes can Kill you in minutes — you cannot see or smell them

NEVER RUN IT
Inside, orin any enclosed or partly enclosed space
House, garage, shed, carport, caravan, crawl space, or under a deck

ALWAYS RUN IT

Outside in open air, well clear of every opening

Point the exhaust away from buildings and away from people. If you
can smellexhaustindoors, the generator is too close — shut it down
and move it further away.

or veranda. Opening a door or window does not make it safe. Never
near an open door, window or vent.

|

L 4
T T
1 OPEN ! OPEN —
1 1
. ~— : e

Ej P ) N — o Ej N —~

[ J
S | W WELL CLEAR

NEVER — ENCLOSED OR
PARTLY ENCLOSED SPACE

NEVER — OUTSIDE BUT NEAR
A DOOR, WINDOW OR VENT

CORRECT — IN THE OPEN,
EXHAUST POINTED AWAY

Early signs of carbon monoxide poisoning: headache, fatigue, shortness of breath, nausea, dizziness. If anyone near arunning
generator feels any of these, treatitas carbon monoxide. Get them into fresh airimmediately and seek medical attention.

Continued exposure causes loss of muscular coordination, loss of consciousness, and then death. Do not wait to see whether it passes —

call 000.

ELECTRICITY
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DO THIS GENERATOR PANEL

3-PIN PLUG & LEAD

—-

APPLIANCE

NEVER TWO-PIN OR UNEARTHED PLUG
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OUTLET PANEL IS RCBO PROTECTED TO AS/NZS 3010:2017 — NO EARTH STAKE REQUIRED.

Never back-feed a premises. Do not connect the generator toa
building's wiring or switchboard unless a changeover or isolation switch
has already been installed by a licensed electrician.

3-pin plugs only. Earth reaches your tool through the plug. Never use a
two-pin plug, unearthed lead or adaptor.

Match theload to the machine. Rated 5.5 kVA continuous, 7.0 kVA
maximum, through 15 A and 32 A outlets. Other uses risk injury and
damage.

TIMECH HIRE - GLEN FORREST WA

Keep it dry. Never runitin rain or wet conditions, near a pool or
sprinklers, or with wet hands. Misused, it produces enough power to
cause serious shock or electrocution.

RCD protection is built in. Plug straight into the outlet panel — never
bypass it. No separate RCD or earth stake needed.

Never link it to another generator. Parallel operation is only between
two EU70is units with a Honda-approved parallel kit. Never connect
different models.
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HEAT, FIRE & CLEARANCE

One metre clear, every side. Keep the generator at least 1 metre from
buildings, vehicles and other equipment while it runs. This is a fire
clearance — it is not a safe distance for exhaust fumes.

Clear the ground first. Move dry grass, leaves, fuel, rags and
packaging wellaway before you start.

REFUELLING
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Never enclose it. Do not run the generator inside any structure, box,
crate or cover. The exhaust system gets hot enough to ignite some
materials.

The muffler stays hot. It stays hot well after you stop the engine. Do not
touch it, and let the engine cool before you cover, load or store the
machine.

- Petrolis extremely flammable and petrol vapour can explode. Treat every refuel as the highest-risk moment of the day.

. Stop theengineand letitcool. Never refuel while the generator is running or still hot.

« Unleaded petrol only. Refuel outdoors, ina well-ventilated area, and do not overfill the tank.

« No smoking, and no flames or sparks anywhere near the generator or the fuel.

- Wipeup every spill completely before you start the engine. Store petrol only inan approved container.

BEFORE YOU START

Know how to stop it. Learn the shutdown procedure before you start
the engine. Inan emergency you need to shut it down without stopping to
think.

Brief everyone who uses it. Anyone who operates the generator must
receive the same instruction. Children must never operate it without
parental supervision.

IF SOMETHING GOES WRONG

Know the controls. Understand every control, output socket and
connection before you put a load on the machine.

Check the safety labels. The warning labels on the machine are part of
it. If one is missing or unreadable, tell us before you use it.

EMERGENCY

000

Fire, ambulance or police. Suspected carbon monoxide exposure is a
medical emergency — get into fresh air first, then call.

TIMECH HIRE

contact@timech.com.au

Faults, damage, or a missing or unreadable safety label. Stop using
the machine and contact us before you continue.

This is a condensed summary of the safety information in the Honda EU70is Operator's Manual, prepared by Timech Hire Pty Ltd for the convenience of

hirers. It is not a substitute for the manual. The full safety section of the Operator's Manualis supplied with this machine and applies in full; where anything in
this summary differs from the manual, the manual prevails. Use of this machine is also subject to the operating, safety and use requirements referred to in

your Hire Agreement and Hire Schedule.

TIMECH HIRE - GLEN FORREST WA
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GENERATOR SAFETY

IMPORTANT SAFETY INFORMATION

Honda generators are designed for use with electrical equipment that
has suitable power requirements. Other uses can result in injury to the
operator or damage to the generator and other property.

Most injuries or property damage can be prevented if you follow all
instructions in this manual and on the generator. The most common
hazards are discussed below, along with the best way to protect
yourself and others.

Operator Responsibility
¢ Know how to stop the generator quickly in case of emergency.

¢ Understand the use of all generator controls, output receptacles, and
connections.

* Be sure that anyone who operates the generator receives proper
instruction. Do not let children operate the generator without parental
supervision.

Carbon Monoxide Hazards

A generator's exhaust contains toxic carbon monoxide, which you
cannot see or smell. Breathing carbon monoxide can KILL YOU IN
MINUTES. To avoid carbon monoxide poisoning, follow these
instructions when operating a generator:

® Only run a generator OUTSIDE, far away from windows, doors, and
vents.

* Never operate a generator inside a house, garage, basement, crawl
space, or any enclosed or partially enclosed space.

* Never operate a generator near open doors or windows.

¢ Get fresh air and seek medical attention immediately if you suspect
you have inhaled carbon monoxide.

Early symptoms of carbon monoxide exposure include headache,
fatigue, shortness of breath, nausea, and dizziness. Continued exposure
to carbon monoxide can cause loss of muscular coordination, loss of
consciousness, and then death.



GENERATOR SAFETY

Electric Shock Hazards
* The generator produces enough electric power to cause a serious
shock or electrocution if misused.

¢ Using a generator or electrical appliance in wet conditions, such as
rain or snow, or near a pool or sprinkler system, or when your hands
are wet, could result in electrocution. Keep the generator dry.

¢ If the generator is stored outdoors, unprotected from the weather,
check all of the electrical components on the control panel before
each use. Moisture or ice can cause a malfunction or short circuit in
electrical components that could result in electrocution.

* Do not connect to a building’s electrical system unless an isolation
switch has been installed by a qualified electrician.

® For parallel operation, use only a Honda approved parallel kit (optional
equipment) when connecting one EU7000is to another EU7000is
generator.

* Never connect different generator models.

Fire and Burn Hazards
® The exhaust system gets hot enough to ignite some materials.
— Keep the generator at least 3 feet (1 meter) away from buildings
and other equipment during operation.
— Do not enclose the generator in any structure.
— Keep flammable materials away from the generator.

* The muffler becomes very hot during operation and remains hot for a
while after stopping the engine. Be careful not to touch the muffler
while it is hot. Let the engine cool before storing the generator
indoors.



GENERATOR SAFETY

Refuel With Care

Gasoline is extremely flammable, and gasoline vapor can explode.
Allow the engine to cool if the generator has been in operation.
Refuel only outdoors in a well-ventilated area with the engine off.

Do not refuel during operation.

Do not overfill the fuel tank.

Never smoke near gasoline, and keep other flames and sparks away.
Always store gasoline in an approved container.

Make sure that any spilled fuel has been wiped up before starting the
engine.



GENERATOR SAFETY

SAFETY LABEL LOCATIONS

These labels warn you of potential hazards that can cause serious
injury. Read them carefully. If a label comes off or becomes hard to
read, contact your Honda servicing dealer for a replacement.

A DANGER

Using a generator indoors CAN KILL YOU IN MINUTES.

Generator exhaust contains carbon monoxide.
This is a poison you cannot see or smell.

OI=T)

NEVER use inside a home
or garage, EVEN IF doors
and windows are open.

Gasoline is highly flammable and explosive. You could

be burned or seriously injured if the gasoline is ignited.

1 Before refueling, stop the engine and keep heat,
sparks, and flame away.

B Handle fuel only outdoors.

B Do not fill the fuel tank above the upper limit line.

B Wipe up spills immediately.

A WARNING A WARNING

®

Improper connections to a building can allow electrical current

to backfeed into utility lines, creating an electrocution hazard.

HEConnections to a building must isolate generator power
from utility power and comply with all applicable laws and
electrical codes.

Exhaust contains poisonous carbon monoxide gas that
can build up to dangerous levels in closed areas.

Breathing carbon monoxide can cause unconsciousness

or death.
ENever run the generator in a closed, or even partly
closed area where people may be present.

4

The generator is a potential source of electrical shock if not kept dry.
Do not expose the generator to moisture, rain or snow.
Do not operate the generator with wet hands.

| [N

Read owner's manual carefully before operation.

A WARNING

Operation of This Equipment May Create Sparks That Can Start Fires
Around Dry Vegetation. A Spark Arrestor May be Required. The Operator
Should Contact Local Fire Agencies For Laws or Regulations Relating to Fire

Prevention Requirements. Per California Public Resources Code 4442.6

A CAUTION
A hot exhaust system can
cause serious burns.

i, | B Avoid contact if the
— | engine has been running.
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